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TH-42PWD3U Specifications 
DISPLAY

Screen Size 42˝ (106 cm) diagonal
Screen Aspect 16 : 9 Wide
Number of Pixels 408,960 (852 × 480) pixels 
Pixel Pitch 1.08 mm 
Displayable Colors 16.77 million colors
Contrast Ratio 3000 : 1
Brightness (panel) 650 cd/m2

Color System PAL/SECAM/NTSC/PAL 60Hz
Audio Output 16 W (8 W × 2)
On-Screen Display US English/UK English/Spanish/French/

German/Italian/Japanese 
Screen Coating AR (Anti-Reflection) Coating

TERMINALS
Composite Video Input BNC coaxial × 1, 1Vp-p/75 ohms
Composite Video Output BNC coaxial × 1 (loop-through)
S-Video Input S terminal × 1, Y: 1Vp-p/75 ohms, 

C: 0.286Vp-p/75 ohms
Audio Input (for Video) RCA phono type connectors (L, R) (1 set)
RGB Input (PC) D-sub 15-pin x 1 (VGA display & SVGA, XGA, 

SXGA, UXGA compressed display)
fH: 15.6 – 110 kHz; fV: 48 – 120 Hz

Audio Input (for PC) M3 stereo plug
Component/R,G,B Input BNC coaxial x 5

  RGB, HD, VD Video: 0.7Vp-p/75 ohms
Sync: TTL level/0.3Vp-p (75 ohms)
H, V Separate Sync/Composite Sync
fH: 15.6 – 110 kHz; fV: 48 – 120 Hz

  Y , PB (CB), PR (CR) Y: 1Vp-p/75 ohms
PB (CB), PR (CR) : 0.7Vp-p/75 ohms
fH: 15.75/31.5/33.7/45 kHz

  Audio Input RCA phono type connectors (L, R) (1 set)
Serial (RS232C) Mini D-Sub 9-pin

GENERAL
Power Supply AC 120 V, 50/60Hz
Maximum Current 3.0 A
Power Consumption 295 W
Dimensions (W × H × D) 40.2˝ × 24˝ × 3.5˝ (1020 × 610 × 89 mm)
Weight 65 lb. (29.5 kg)
Operating Temperature 34°F — 104°F (0°C — 40°C)
Operating Humidity 20% — 80% (Non condensation)
EMI Regulations FCC Part 15 Class A Digital Equipment
Safety Regulations UL6500/C-UL (CAN/CSA-E65-94)

TH-42PWD3U
42-inch diagonal Wide Plasma Display

TH-50PHD3U
50-inch diagonal High Definition 
Plasma Display

• Available in 2001/Spring

• High Definition Display (1366 x 768)

• Panel Brightness: More Than 500 cd/m2

• Contrast Ratio: More Than 2000 : 1

Have assembly and installation done by a qualified electrician.

Panasonic Broadcast & Television Systems Company
Division of Matsushita Electric Corporation of America

Executive Office:
3330 Cahuenga Blvd W., Los Angeles, CA 90068 (323) 436-3500

EASTERN ZONE: One Panasonic Way 4E-7 Secaucus, NJ 07094 (201) 348-7621
Mid-Atlantic/New England: One Panasonic Way 4E-7 Secaucus, NJ 07094 
(201) 348-7621
Southeast Region: 1225 Northbrook Parkway, Ste 1-160 Suwanee, GA 30024 
(770) 338-6835
Central Region: 1707 N Randall Road E1-C-1, Elgin, IL 60123 (847) 468-5200

WESTERN ZONE: 3330 Cahuenga Blvd W., Los Angeles, CA 90068 
(323) 436-3500
Dallas Region: 6226 Abington Way, Houston, TX 77008 (713) 802-2726

Government Marketing Department: 52 West Gude Drive, Rockville, MD 20850 
(301) 738-3840

Panasonic Sales Company
Division of Matsushita Electric of Puerto Rico, Inc.
San Gabriel Industrial Park, 65th Infantry Ave., K.M.9.5, Carolina, PR 00630 
(787) 750-4300

Panasonic Canada Inc.
5770 Ambler Drive, Mississauga, Ontario L4W 2T3 (905) 624-5010
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Outstanding Visual Performance
The new Plasma Display TH-42PWD3U delivers the finest 

picture quality ever achieved in a plasma display, to unleash 

all the power and dynamism of today's advanced video 

sources, including HDTV, DVD and personal computers. 

Panasonic's Real Black Drive System provides a remarkable 

3000 : 1 contrast, while our original Advanced Plasma AI and 

Asymmetrical Cell Structure Panel deliver crisp, vivid whites 

and exceptional 650 cd/m2 panel brightness. 

The TH-42PWD3U also weighs only 65 lb., making it one of 

the industry's lightest 42-inch models.

Contrast Ratio 

3000 : 1
Panel Brightness

650 cd/m2

Lightweight

65 lb.


